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GENERAL DESCRIPTION 
 

Model R2L Ram Blowout Preventer used for 

drilling and workover operations are designed to 

close the well and protect personnel and 
equipment by reliably stopping unexpected rash of 

oil, gas and drilling mud from the well bore. The 

Ram Blowout Preventer seals the annulus 
around drill pipes, casings, tubing’s or the hole 

when the strings of pipes, casings, tubing’s are out 
of hole. 

Model R2L Ram Blowout Preventer is 

horizontal duble type, with manual handling of 
the rams and with side cover to replace the rams. 
The Ram Blowout Preventer may be equipped 

with pipe ram and blind ram (on request variable 

ram). 

Model R2L Ram Blowout Preventer meet all 
current API 16A requirements, made for standard 

or sour service application 

It is delivered with 3,25m long cardan-type drive 

devices. 

 

TEHNICAL CHARACTERISTICS 
 

Operating temperature 

Model R2L Ram Blowout Preventers are available 

with API 16A Temperature ratings: 

T0 (-18˚C ÷ 121˚C) and T20 (-29˚C ÷ 121˚C).  

Rams – Main features  

The Ram Assemblies combine toughness and a 
generous supply of self-feeding packing. Ram packers 
lock into place and are not dislodged by well flow. 

Top seals are standard for pipe and blind rams. 
When rams are closed, the „self-packing” effect is 

ensured, pressure in the wellbore pushes 
them upward and inward, squeezing the ram rubbers 

more tightly against the sealing surfaces. 
Free-floating rams prolong rubber life. When rams are 
open, they rest on narrow guide ribs and touch no 
other part of the ram cavity. Ram rubbers have no 
contact with the top of the cavity until the rams are 

nearly closed, which greatly reduces rubber wear. 
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Main advantages: 

➢ Reduced size  

➢ Easy change of the rams  

The construction of the preventer, with the side cover, makes it possible to change the rams very 

easily by simply dismounting the cover.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

➢ Easy operation, low torque, reduction in gear drive 
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➢ Simultaneous movement of both sides of the ram 

➢ One-side operation 

➢ Possibility of mounting the remote driving device on both sides 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

➢ Easy lifting (side lift buttons) 
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➢ Interchangeability between rams  

The rams are compatible with ROHL, ROML-D, ROML-S type preventers and monoblock 

compact annuram preventer type MC. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Size Nominal size of 

lateral flange 

Maximum 

working pressure 

Dimensions 

A B H 

inch mm bar psi mm mm mm 

7 1/16” 180 2 1/16” x 3/5000 psi 210 3000 1037 544 550 

 

The R2L Ram Blowout Preventer is delivered onto a transport sledge, which is provided with a support 

flange and, a protection flange mounted at the top. 

BOP weight: 1019 kg.   Total weight: 1290 kg. 
 

 

 


